
1 
 

Inspection of Valmet Container Forklift 
March 29, 2011 
Located Eunice, NM 

 
 
Model     RSD4520-5TL 
Serial Number/ Year   45087-1994 
Vehicle weight   7100 KG 
Electrical    24 Volt 
Capacity   45000 KG 
Hours    4633.9 
    Estimated 600 hrs in last 4 years 
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 To check engine the cab must be slid forward.  
There are two buttons on the lower right side of the control box behind the access door right side of 
unit.  One for moving the cab forward and one for moving the cab back.  This compartment also had the 
fuel water separator in good condition and 3 accumulators that are plumbed into the hydraulic system.  
One is used to soften the response of the hydraulic controls, the second and third are used to in case of 
an engine failure there is enough oil to lower the load and stop the unit. 
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With the cab forward you must lift the engine cover.  
¢ƘŜ Ŏŀō ƳƻǾŜƳŜƴǘ ŦƻǊǿŀǊŘ ƴŜŜŘǎ ŀǎǎƛǎǘŀƴŎŜ ǘƻ Ǝƻ ǘƘŜ ƭŀǎǘ сέ ŦƻǊǿŀǊŘΦ  /ƻǳƭŘ ōŜ ƭŀŎƪ ƻŦ lubrication, a 
bent rail or rocks and dirt in the track.  Does not present a big problem. 

Access door to engine compartment. 
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Chain drive and track for cab. 
 
 

 
 
Engine is a Cummings LTA10C, it started without aid and did not have smoke.  Detailed oil analyis 
attached.  There are no leaks or sweeps of oil on the engine the coooling shas no leaks, all belts are 
adjusted and do not show wear.  Preventive maitinance has been done.  Was responsive to loads and  
did not blog down.  NO ENGINE BLOCK HEATER.  Kit can be bought from Kalmer for this unit.  
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Batteries 24 Volt 
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Front tires are Quarry 18:00 R33 Michelins 80% remaining 
   

Right side 
 

Left side 
 

Left side 
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Rear steer tires 18:00-33 Firestone singles 

Right side 
 

Left side 
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Steering linkage and cylinders 
Left side  
 

  
 
Right side 
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Undercarriage No leaks or damaged components 
 

 
 

 
 

 
 
 


